
 

 

Technical data sheet High Flow/High Pressure Testing Units 
 

 

 
 

 

Unit Includes:  Liquid Inlet port with isolation valve & strainer 

 Air drive pressure gauge  

 Pressure outlet gauge 

 Stainless Steel air reg/filter 

 Pump on/off valve  

Master vent valve 

Pump isolation valve 

E-stop 

Stainless steel construction with laser etched panel 

Mobile with wheels 
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Available Models: Flow Rate Pressure 

MPU-GPD30-SSW 48 L/min 4350psi 

   

MPU-GPD60-SSW 22 L/min 8700psi 

   

MPU-GPD120-SSW 11.2 L/min 18705psi 

   

MPU-GPD180-SSW 7.5 L/min 27840psi 

   

MPU-GPD260-SSW 4.8 L/min 40165psi 

   

MPU-GPD30-2-SSW 25.5 L/min 8700psi 

   

MPU-GPD60-2-SSW 13 L/min 17400psi 

   

MPU-GPD120-2-SSW 7 L/min 37410psi 

   

MPU-GPD180-2-SSW 4.4 L/min 43500psi 

   

Options: Digital Data Logging  

 Twin Pump Units  

 Fully Enclosed Units  

 Relief valve option  

 Automatic pressure 
setting(up to 20,000psi) 

 

 Full Filtration   
 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

## Above pressures are based on 10 bar air drive ## 


